
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
1250 CNC Power Squaring Shear 

One-year parts Warranty & 90 Day Complex Labor Warranty 

Call or email Wysong for a Formal Quotation and Prices 

12ft x 1/2έ /ŀǇŀŎƛǘȅ άaƛƭŘ {ǘŜŜƭέ  
оκуέ /ŀǇŀŎƛǘȅ ά{ǘŀƛƴƭŜǎǎέ 
Heavy Duty Construction for Long  
Term Production  

 

EXCLUSIVE REBUILT FEATURES 

Heavy duty construction for long-term, high production shearing 

Careful Inspection of castings for cracks or damage 

Re-machined table top with side gauges and table scales 

Mechanical and electrical diagnostics performed by experienced 
Wysong service engineers 

One-Year Parts Warranty and 90 day Complex labor warranty 

ALL New O.E.M. Components Installed: 

New, PC100 CNC control with simple key-pad for easy 
programming of back gauge 

New, 48έ ǊŀƴƎŜ ƘŜŀǾȅ Řǳǘȅ ōŀŎƪ ƎŀǳƎŜ 

New, electrical components 

New, 9-Jaw clutch, Intermediate shaft pinion 

shaft, gears, etc.  

 

 

 

 

 

 

 

 

 

NEW, Wysong PC100 CNC control. Provides 
easy, fast programming.  99 Memory 
locationsΦ  ҕΦллнέ ǇƻǎƛǘƛƻƴƛƴƎ accuracy; 
±.001 repeatability. 

NEW, heavy duty, 48έ ǊŀƴƎŜ 
CNC back gauge  

New, Non-metallic gibbing 

OSHA, ANSI Compliance:  
New, Pinch point guarding, Safety decals Safety 
manual and Parts and Instruction Manuals  

New, Electro-pneumatic clutch control  

New, Seals, bearings, bushings, gaskets, etc., 
replaced where required 

New, Pressure gauge, regulator/filters 

New, Brake Assembly 

New, paint to original Wysong two-tone green 
color scheme 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

New electro-pneumatic clutch control 
and remote electric footswitch included.  

 

QUALITY REBUILT ς  
WYSONG 1250 CNC Mechanical Shear 
 

All electrical components have been carefully 
inspected and updated. All NEW electrical 
components to support the NEW Wysong 
CNC gauging system. 
 

 

 

Exclusive Wysong 

Nine Jaw Clutch & Drive Unit has 
been carefully inspected for 
operational integrity. New O.E.M. 

parts include 9-Jaw clutch,  
intermediate gear, intermediate 
shaft, pinion shaft, etc. 

  
 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Wysong Model 1250 CNC Specifications 

Capacity - Mild Steel --------------------------------------------------------------------------------------------------------------- 1/2έ  
                 Stainless Steel-------------------------------------------------------------------------------------------------3/8έ Gauge  
Horsepower ---------------------------------------------------------------------------------------------------------------------------20 
Strokes per Minute-------------------------------------------------------------------------------------------------------------------40  
Cutting Length ---------------------------------------------------------------------------------------------------------------------- 144"  
Rake Angle of Top Blade - in/ft -----------------------------------------------------------------------------------------------13/32 
No.  Holddown Feet -----------------------------------------------------------------------------------------------------------------21  
No. T-Slots in Bed ----------------------------------------------------------------------------------------------------------------------- 6  
T-Slot Centers (Ref: Shear Centerline) ------------------------------------------------------------------------------- 12",44",60"  
No. Hand Slots in Bed------------------------------------------------------------------------------------------------------------------ 3  
No. Bed Scales --------------------------------------------------------------------------------------------------------------------------- 5  
Bed Height----------------------------------------------------------------------------------------------------------------------------- 34"  
Lubrication ------------------------------------------------------------------------------------------------------------------- Automatic  
Back Gauge Range ------------------------------------------------------------------------------------------------------------------- 48"  
Floor Space less Gauges ς inches ----------------------------------------------------------------------------------------моо Ȅ ноуέ  
Overall Height ------------------------------------------------------------------------------------------------------------------------ 76"  
Est. Shipping ----------------------------------------------------------------------------------------------------------------- 42,500 lbs.  
 

Wysong nodular cast bed, ram and frames are superior to steel 
construction since they are shock dampening to resist vibration 
and deflection. The rugged bed has been re-machined and 
includes side gauges, scales and machined T-slots.  New 
barrier guarding, safety decals, safety manual and machinery 
manuals included. 
 

 

One-year parts Warranty & 90 Day Complex Labor Warranty 

Call or email Wysong for a Formal Quotation and Prices 

 New. Non-Metallic Gibbing. 
Insures closer running clearance and 
eliminates metal to metal contact.  
Blade clearance is fully adjustable, 
resulting in high quality cuts.  Shown, 
non-metallic surface is removed and 
new material is applied. 

 

One-year parts Warranty & 90 Day Complex Labor Warranty 

Call or email Wysong for a Formal Quotation and Prices 



 

 

 

 

 

 

 

 

 

 

Design:  

Mechanical powered, under driven, low profile 
squaring  shear.  

Machined and bolted construction.  

One piece, high tensile, ductile castings.  

Frame:  

High tensile, ductile cast frame construction.  

Adjustable, non-metallic gibbing system.  

Clearance holes for anchor bolts.   

Jack screws for leveling and set up only.  

Bed:  

High tensile, ductile cast, box-style bed 
construction with reinforcing ribs.   

Fully machined top bed surface.    

Inlaid steel bed scales.  

Full width T-slot, left to right on bed front.  

T-slots, front to back on bed top.  

Hand slot in bed top.  

Cored pocket covers in bed top for lower blade 
bolt access and flush bed surface.  

Hardened and ground side gauges.  

Rear ramp plate.  

Ram:  

High tensile, ductile cast, T-shape ram 
construction with triangular reinforcing ribs to 
counter torsional deflection.  

Low, 1/2 degree ram incline from true vertical 
path for more square and burr-free edge.  

Low fixed rake angle, running from right to left.  

Ram is fully contained in oversized non-
metallic system throughout stroke length. 

 

Holddown:  

Adjustable, compensating, spring powered 
holddown.  

Standard self-leveling holddown feet.  

Finger guard & Barrier guard.  

Lubrication:  

Bijur automatic centralized, metered oil 
lubrication.  

Filled reservoir, Mobil vactra extra heavy non-
foaming synthetic oil ISO- VG-680, or  
equivalent.  

Blades:  

Four edge solid steel shock resistant. 

Three point blade adjustment.  

Transmission:  

Flywheel capacity of 3/8ò mild steel.  

V-belt drive for overload protection.  

Totally enclosed, vented transmission with oil 
bath     

Lubrication:  

Filled reservoir, Mobil gear 600 XP 680 ï 
premium industrial gear oil ISO-VG-150.  

Oil level sight gauge.  

Magnetic oil drain plug.  

Continuous running, straddle-mounted, spur 
gear drive for random tooth selection.  

Heat treated nine jaw clutch.  

Heat treated adjustable clutch release cam.  

Cam-operated spring set intermittent style 
brake.  

Air filter and regulator.  

Metal flywheel and brake guards. 

Wysong Model 1250 CNC Construction Features 

One-year parts Warranty & 90 Day Complex Labor Warranty 

Call or email Wysong for a Formal Quotation and Prices 


